
 

Soltrite Video Conferencing Desktop Requirements 

 

Specifications WindowsPC Macintosh 
Supported OS Windows XP 

Windows Vista 
Mac OS X ‘Leopard’  
10.5 or higher 

Minimum Configuration 
(Encodes CIF and Decodes 
up to SD) 

Windows XP 
Pentium 4 
1GB RAM 
40 MB free space on HDD 

Recommended 
Configuration 
(Encodes up to Sub-HD 
and Decodes up to HD) 

Core 2 Duo 2 GHz 
2GB RAM  
40 MB free space  
on HDD 

Mac with Intel Processor  
Mac OS X ‘Leopard’  
10.5 or higher  
2GB RAM  
30MB hard drive space  
Latest Firefox/Safari  
and Apple software updates  
 

Recommended Web Cams Logitech WebCam
® 

 
Pro 9000  
QuickCam® Pro for 
Notebooks  
Microsoft Lifecam 

Internal iSight  
Logitech Vision Pro  
(recommended for best  
experience) 

Recommended USB 
Headset or Echo-
Cancelling Speakerphones* 

Logitech USB ClearChat Headset Series  
Plantronics USB Headsets  
Phoenix Duet or solo speakerphone 

 

*A USB headset or a USB Echo-cancelling speakerphone is required for Soltrite Video 

Conferencing Service. 

 


